






Trolling Thunder™/  
Marine Dual Purpose
Like an athlete that is both a sprinter and a long 
distance runner, the ODYSSEY® Trolling Thunder™/
Marine Dual Purpose battery has both massive starting 
power and amazing deep cycling capability — up to 
400 cycles at 80% depth of discharge. With twice the 
overall power and three times the life of conventional 
marine batteries, the ODYSSEY battery is ideal for 
trolling, starting, and for powering the many on-board 
electronic accessories common in today’s boats.
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Consistent Power
ODYSSEY® batteries 
maintain consistently  
high voltage over a 
long cycle life.

Endorsed by legendary bass 
fisherman, author, and TV host, 
Shaw Grigsby, inducted into 
Legends of the Outdoors TM  
Hall of Fame, 2004.

The amazing deep cycling capacity 
of the legendary ODYSSEY ® Trolling 
Thunder ™ Battery along with  
massive cranking power — all in  
one revolutionary battery.

Fast Recovery
ODYSSEY® batteries 
recharge faster 
and more fully than 
conventional marine 
batteries.

Long Cycle Life
ODYSSEY® batteries 
routinely deliver up to  
400 deep cycle (80%) 
discharges.



Powersports
Powersport vehicles need a powerful battery. But they 
also need one built to take the constant pounding 
that comes with the territory, whether that territory is 
on land, sea, or snow. Thanks to rugged construction 
and a non-spillable AGM design, ODYSSEY® batteries 
protect against the shock and vibration that can 
quickly destroy other batteries. Ideal for:

• ATVs • Personal watercraft • Snowmobiles  
• Ultralight aircraft • Gyrocopter™ aircraft

The ODYSSEY ® battery’s non-spillable 
design allows it to be mounted on its 
side without danger of leaking.

Ultimizer ™ Chargers

Lightweight and portable, ODYSSEY® Ultimizer™ 12V chargers 
are specifically designed to support the full line of ODYSSEY® 
batteries – Automotive/LTV, Heavy Duty/Commercial, 
Powersports and Trolling Thunder™/Marine Dual Purpose. 

Powerful enough to charge batteries quickly, these 
sophisticated chargers are also safe enough to leave them 
connected to the batteries indefinitely without damage. All 
ODYSSEY® Ultimizer™ chargers offer these important benefits:

• �Three-step charge profile ensures fast, complete and safe 
charge

• �Continuous trickle charge keeps batteries fully charged during 
extended periods of non-use

• �Sophisticated sequential charging technology keeps triple 
bank chargers lightweight and compact

ODYSSEY® Trolling Thunder ™/  
Marine Dual Purpose  
Ultimizer ™ Chargers

ODYSSEY ®  
Ultimizer ™ Chargers



Powersports
Powersport vehicles need a powerful battery. But they 
also need one built to take the constant pounding 
that comes with the territory, whether that territory is 
on land, sea, or snow. Thanks to rugged construction 
and a non-spillable AGM design, ODYSSEY® batteries 
protect against the shock and vibration that can 
quickly destroy other batteries. Ideal for:

• ATVs • Personal watercraft • Snowmobiles  
• Ultralight aircraft • Gyrocopter™ aircraft

The ODYSSEY ® battery’s non-spillable 
design allows it to be mounted on its 
side without danger of leaking.

MODEL Voltage PHCA** 
(5 sec) CCA* HCA MCA

Nominal Capacity Reserve 
Capacity 
Minutes

Length 
inches 
(mm)

Width 
inches 
(mm)

Height 
inches 
(mm)

Weight  
lbs  
(kg)

Terminal

Torque 
Specs 
in-lbs  

(Nm max)

Internal 
Resistance 

(mΩ)

Short 
Circuit 
Current(20 Hr 

Rate-Ah)
(10 Hr 

Rate-Ah)

PC
31

0

12 310 100 200 155 8 7 9 5.43 
(138.0)

3.39 
(86.0)

3.98 
(101.0)

5.9 
(2.7) M4 Receptacle 8.9 

(1.0) 27.1 455A

PC
53

5

12 535 200 300 265 14 13 21 6.70 
(170.2)

3.90 
(99.1)

6.18 
(157.0)

12.0 
(5.4) M6 Stud 40 

(4.5) 8 1000A

PC
54

5

12 545 185 300 240 13 12 18 7.00 
(177.8)

3.38 
(85.9)

5.17 
(131.3)

12.6 
(5.7) M6 Receptacle 50 

(5.6) 10 1200A

PC
62

5

12 625 265 440 350 18 17 27 6.70 
(170.2)

3.90 
(99.1)

6.89 
(175.0)

13.2 
(6.0) M6 Stud 40 

(4.5) 7 1800A

PC
68

0

12 680 220 370 300 16 16 24 7.27 
(184.7)

3.11 
(79.0)

6.67 
(169.4)

15.4 
(7.0)

M6 Receptacle†  

or SAE 3/8” 
Receptacle

50 
(5.6) 7 1800A

PC
92

5

12 925 380 625 500 28 27 52 6.64 
(168.6)

7.05 
(179.0)

5.04 
(128.0)

26.0 
(11.8)

M6 Receptacle†  

or SAE 3/8” 
Receptacle

60 
(6.8) 5 2400A

PC
12

00

12 1200 550 860 725 42 40 78 7.87 
(199.9)

6.66 
(169.1)

6.80 
(172.7)

38.2 
(17.4)

M6 Receptacle†  

or SAE 3/8” 
Receptacle

60 
(6.8) 4.5 2600A

75
/8

6-
PC

12
30

12 1230 730 1050 815 55 50 100 9.46 
(240.3)

6.99 
(177.5)

7.92 
(201.2)

45.5 
(20.6)

TOP SAE 
SIDE 3/8”  

Receptacle

60 
(6.8) 2.5 3100A

25
-P

C1
40

0

12 1400 820 1150 850 65 55 125 9.46 
(240.3)

6.84 
(173.7)

8.69 
(220.7)

50.0 
(22.7) SAE 70 

(7.9) 2.5 3100A

35
-P

C1
40

0

12 1400 820 1150 850 65 55 125 9.46 
(240.3)

6.84 
(173.7)

8.69 
(220.7)

50.0 
(22.7) SAE 70 

(7.9) 2.5 3100A

34
-P

C1
50

0
12 1500 880 1250 1050 68 62 135 10.85 

(275.6)
6.76 

(171.7)
7.82 

(198.6)
49.5 

(22.4) SAE 60 
(6.8) 2.5 3100A

34
R-

PC
15

00

12 1500 880 1250 1050 68 62 135 10.85 
(275.6)

6.76 
(171.7)

7.82 
(198.6)

49.5 
(22.4) SAE 60 

(6.8) 2.5 3100A

34
M

-P
C1

50
0

12 1500 880 1250 1050 68 62 135 10.85 
(275.6)

6.76 
(171.7)

7.82 
(198.6)

49.5 
(22.4)

SAE and  
3/8” Stud (Pos.), 
5/16” Stud (Neg.)

70 
(7.9) 2.5 3100A

34
/7

8-
PC

15
00

12 1500 880 1250 1050 68 62 135 10.85 
(275.6)

6.99 
(177.5)

7.82 
(198.6)

49.5 
(22.4)

TOP SAE 
SIDE 3/8”  

Receptacle

60 
(6.8) 2.5 3100A

PC
17

00

12 1700 875 1325 1175 68 65 142 13.02 
(330.7)

6.62 
(168.2)

6.93 
(176.0)

60.9 
(27.6)

M6 Receptacle†  

or SAE 3/8” 
Receptacle

60 
(6.8) 3.5 3500A

65
-P

C1
75

0

12 1750 930 1350 1070 74 65 135 11.83 
(300.5)

7.20 
(182.9)

7.43 
(188.7)

58.0 
(26.3) SAE 70 

(7.9) 2.0 5000A

PC
18

00
-F

T

12 1800 1300 1600 1450 214 190 475 22.75 
(577.9)

4.9 
(125.0)

12.44 
(316.0)

132.3 
(60.0) 3/8” Stud 80 

(9.0) 3.3 3800A

31
-P

C2
15

0

12 2150 1150 1545 1370 100 92 205 13.00 
(330.2)

6.80 
(172.7)

9.41 
(239.0)

77.8 
(35.3) 3/8” Stud or SAE† 150-220 

(16.9-22.6) 2.2 5000A

31
M

-P
C2

15
0

12 2150 1150 1545 1370 100 92 205 13.00 
(330.2)

6.80 
(172.7)

9.47 
(240.5)

77.8 
(35.3)

SAE and  
3/8” Stud (Pos.), 
5/16” Stud (Neg.)

150-220 
(16.9-22.6) 2.2 5000A

PC
22

50

12 2250 1225 1730 1550 126 114 240 11.26 
(286.0)

10.59 
(269.0)

9.17 
(233.0)

86.0 
(39.0)

Dual SAE/DIN 
Terminal and 

3/8”Stud

100 
(11.0) 

For 3/8” 
Stud Only

2.1 5000A

*Cold Start Performance S.A.E J537 JUNE 82      **Pulse Current     
† Can be fitted with brass automotive terminal 

WARRANTY:
EnerSys Energy Products Inc. (“Manufacturer”) 
warrants its ODYSSEY® batteries (hereafter 
referred to as “Battery”) to be free of defects in 
material and workmanship for the earlier of (a) 
the Applicable Warranty Period or (b) within 400 
cycles to 80% depth of discharge, whichever 
occurs first. The Applicable Warranty Period is two 
(2) years for power sports applications; three 
(3) years in automotive, marine, commercial, 
and industrial applications; and four (4) years 
in the case of the 75/86-PC1230, 25-PC1400, 
35-PC1400, 34-PC1500, 34R-PC1500,  
34M-PC1500, 34/78-PC1500, 65-PC1750,  
31-PC2150, 31M-PC2150 and PC2250  
batteries. The Applicable Warranty Period 
begins from the date of purchase with 
original receipt, or, if no receipt is available, 
from Manufacturer’s shipping date. Within 
the Applicable Warranty Period, the Battery 
will be replaced free of charge if adjustment 
is necessary due to defect in material or 
workmanship (not merely discharged). Simply 
return the Battery to any authorized ODYSSEY 
battery dealer with the original receipt for a  
replacement. This warranty may vary from 
country to country; contact your authorized 
ODYSSEY battery wholesaler or dealer for the 
applicable warranty. 

OPTIONAL HEIGHT ADAPTOR May 
be used on all 34-PC1500 models for 
installations where a group 24 or group 27 
is required.  Snap the adapter securely into 
place on the bottom of the battery.   
In some installations, the 34-PC1500 
model with this adapter may be used to 
replace a group 24F or 27F depending on 
required cable length.

Optional metal jackets available on PC545, PC680, 
PC925, PC1200, PC1700 and 31-PC2150  
Operating Temperature Range = PC310 and 
PC1800-FT: -40°C (-40°F) to 50°C (122°F),  
PC535 and PC625: -40°C (-40°F) to 45°C (113°F),  
PC545, PC680, PC925, PC1200 and PC1700 without 
metal jacket: -40°C (-40°F) to 45°C (113°F),  
PC545, PC680, PC925, PC1200 and PC1700 with 
metal jacket: -40°C (-40°F) to 80°C (176°F),
PC2250: -30°C (-22°F) to 40°C (104°F)  
All other models: -40°C (-40°F) to 80°C (176°F)


